SL-MK7630

6.2 Ton Inline Dieless Compression Tool

SERIES Huskie Facts

Crimp Force 6.2 Ton

Weight 11.0 Ibs. (5.0 kg)

Dimensions 17.8" x 5.5" x 3.0"

(HxLxW) 454 x 140 x 70mm
p A OAh BA o

Material Cycles/Charge

500 MCM Cu 425

CONNECTOR RANGE

#6 to 500 MCM Cu
#8 to 350 MCM Al

FEATURES

*  Four self-contained crimping nibs eliminate the need
for individual die sets.

*Lugs & Splices

* Head rotates 180° for optimum maneuverability in
tight work spaces.

* 5Yr.Tool /3 Yr. Battery - Huskie Tools Limited
Warranty

*  Works with Makita LXT® 18V Lithium-lon Batteries.

SL-MK7630 6.2 Ton Inline Dieless Compression Tool Kits are supplied with genuine Makita LXT® 18V Lithium-lon 5.0Ah Batteries & Chargers.

SERIES?M
PRO LINE

SL-MK7630 6.2 Ton Dieless Compression Tool, (2) 18V/5.0Ah Li-lon Batteries, 120VAC Charger, Tool Bag
SL-MK7630DC 6.2 Ton Dieless Compression Tool, (2) 18V/5.0Ah Li-lon Batteries, 12VDC Charger, Tool Bag
SL-MK7630X 6.2 Ton Dieless Compression Tool, (Bare Tool w/Tool Bag)

BL1820B Makita 18V LXT® Lithium-lon Compact 2.0Ah Battery

BL1850B Makita 18V LXT® Lithium-lon 5.0Ah Battery

DC18RC Makita 18V LXT® Lithium-lon Rapid Optimum Charger (120VAC)

DC18SE Makita 18V LXT® Lithium-lon Optimum Automotive Charger (12VDC)

*NOTE: The tool is designed for Anderson Style connectors. Other brand connectors manufactured to ANSI specifications
C119.4 can be used. For range-taking connectors, the cable must be maximum size specified for the connector. Consult your
connector manufacturer for dieless applications.

Huskie Tools is not affiliated, authorized, or endorsed by Makita Corporation. Makita listed batteries and chargers are
being re-sold by Huskie Tools. Makita® and LXT® are registered trademarks of Makita Corporation.
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